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cables shall provide continuity of all
components.

Subpart K—Ground Control

§ 77.1000 Highwalls, pits and spoil
banks; plans.

Each operator shall establish and fol-
low a ground control plan for the safe
control of all highwalls, pits and spoil
banks to be developed after June 30,
1971, which shall be consistent with
prudent engineering design and will in-
sure safe working conditions. The min-
ing methods employed by the operator
shall be selected to insure highwall and
spoil bank stability.

§ 77.1000–1 Filing of plan.

The operator shall file a copy of such
plan, and revisions thereof, with the
Coal Mine Health and Safety District
of Subdistrict office for the District or
Subdistrict in which the mine is lo-
cated, and shall identify the name and
location of the mine; the Mine Safety
and Health Administration identifica-
tion number if known; and the name
and address of the mine operator.

(Pub. L. No. 96–511, 94 Stat. 2812 (44 U.S.C.
3501 et seq.))

[36 FR 9364, May 22, 1971, as amended at 60
FR 33723, June 29, 1995]

§ 77.1001 Stripping; loose material.

Loose hazardous material shall be
stripped for a safe distance from the
top of pit or highwalls, and the loose
unconsolidated material shall be sloped
to the angle of repose, or barriers, baf-
fle boards, screens, or other devices be
provided that afford equivalent protec-
tion.

§ 77.1002 Box cuts; spoil material
placement.

When box cuts are made, necessary
precautions shall be taken to minimize
the possibility of spoil material rolling
into the pit.

§ 77.1003 Benches.

To insure safe operation, the width
and height of benches shall be governed
by the type of equipment to be used
and the operation to be performed.

§ 77.1004 Ground control; inspection
and maintenance; general.

(a) Highwalls, banks, benches, and
terrain sloping into the working areas
shall be examined after every rain,
freeze, or thaw before men work in
such areas, and such examination shall
be made and recorded in accordance
with § 77.1713.

(b) Overhanging highwalls and banks
shall be taken down and other unsafe
ground conditions shall be corrected
promptly, or the area shall be posted.

§ 77.1005 Scaling highwalls; general.
(a) Hazardous areas shall be scaled

before any other work is performed in
the hazardous area. When scaling of
highwalls is necessary to correct condi-
tions that are hazardous to persons in
the area, a safe means shall be provided
for performing such work.

(b) Whenever it becomes necessary
for safety to remove hazardous mate-
rial from highwalls by hand, the haz-
ardous material shall be approached
from a safe direction and the material
removed from a safe location.

§ 77.1006 Highwalls; men working.
(a) Men, other than those necessary

to correct unsafe conditions, shall not
work near or under dangerous
highwalls or banks.

(b) Except as provided in paragraph
(c) of this section, men shall not work
between equipment and the highwall or
spoil bank where the equipment may
hinder escape from falls or slides.

(c) Special safety precautions shall
be taken when men are required to per-
form repair work between immobilized
equipment and the highwall or spoil
bank and such equipment may hinder
escape from falls or slides.

§ 77.1007 Drilling; general.
(a) Equipment that is to be used dur-

ing a shift shall be inspected each shift
by a competent person. Equipment de-
fects affecting safety shall be reported.

(b) Equipment defects affecting safe-
ty shall be corrected before the equip-
ment is used.

§ 77.1008 Relocation of drills; safe-
guards.

(a) When a drill is being moved from
one drilling area to another, drill steel,
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